
Eco tard MF
Environmentally friendly Mould & Form Face Retarder

A transparent aqueous composition with a gel consistency colour tinted to assist 
application that is blue in colour.

Product Description
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•	 Excellent non-slump properties for 

application to vertical surface.

•	 Adheres well to treated surface 

after water carrier has evaporated.

•	 Suitable for application to all types 

of mould and formwork surfaces.

Benefits

Protect from frost and direct sun 
shine. Keep contents sealed after use.

Storage

1 Year in sealed container when 
stored as recommended.

Shelf Life

Eco tard MF is available in a 25 litre 
bucket.

Packaging

•	 After long storage period lightly stir material to ensure uniform consistency.

•	 Ensure surface to be treated is clean, dry and free of any deposits.

•	 Apply uniformly by brush or roller at up to 4 sq.mts per litre.

•	 When placing concrete take precautions to ensure heavy scouring action does 

not remove the retarder.

•	 Removal of cement matrix should be as soon as possible after stripping and 

generally within 1-2 days after placing concrete.

•	 It should be carried out by low pressure water jetting and brooming or wire 

brushing in two directions at right angles to each other.

Application

When working with Eco tard MF suitable protective clothing, eye/face protection 
and gloves should be worn.

Health & Safety

The coverage of Eco tard MF is 3-4 sq.mts per litre.

Coverage



Eco tard MF
Environmentally friendly Mould & Form Face Retarder

Logco’s Customer Services 
Department has a team of 
experienced advisors available 
to provide on-site advice both 
at the specification stage and 
during application. Detailed 
specifications can be provided for 
specific projects or more general 
works. Site visits and on-site 
demonstrations can be arranged 
on request.

Technical Helpline
0113 216 8811
E: technical@logco.co.uk

Logco products are distributed 
throughout the UK through 
selected stockists and distributors.

Please contact the relevant 
Customer Services Team below for 
all product orders and enquiries.

Sales Team
0113 216 8811
E: sales@logco.co.uk

Technical Services

Sales Enquiries
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Leeds Oil & Grease Co. Ltd.

Unit B8 | Lowfields Business Park | Warhurst Road | Elland | West Yorkshire | HX5 9DF

0113 216 8811 |  E: sales@logco.co.uk  | www.logco.co.uk

To the best of our knowledge and belief, this information is true 
and accurate, but as conditions of use and any labour involved are beyond 
our control, the end user must satisfy  him/herself by prioritising that the product is 
suitable for his/her specific application, and no responsibility can be accepted, or any warranty 
given by our Representatives, Agents or Distributors.

Whilst all reasonable care is taken in compiling technical data on the Company’s
products, all recommendations or suggestions regarding the use of such products 
are made without guarantee, since the conditions of use are beyond the control of 
the Company.

It is the responsibility of the customer to satisfy himself that each product is fit 
for the purpose for which he intends to use it, that the actual conditions of use 
are suitable, and that in the light of our continual research and development 
programme the information relaxing to each product has not been superseded.

Important Note
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