
Logco Polyres Mortar
Polyester Resin Mortar Compound

A two component system consisting of a blended liquid resin and catalysed 
filler formulated to provide a rapidly developed high strength mortar. By varying 
the resin/filler ratio it will provide a mortar of either a trowellable, bedding or 
grouting consistency. Logco Polyres Mortar has numerous uses including repairs 
to damaged concrete, masonry, stair nosings and pipe arrises, bedding-in base 
plates, fixing bolts, dowels and starter bars and a host of other uses.

Product Description
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Keep all containers sealed when not 
in use and protect from damp and 
heat.

Stored under correct conditions the 
catalysed filler will have an indefinite 
shelf life and Resin will have a shelf 
life in excess of one year.

Storage

Resin is inflammable with a flash 
point of 32°C. Do not permit smoking 
or naked flame and maintain 
adequate ventilation in the vicinity of 
the working area.

Avoid contact with skin and eyes 
by use of protective clothing and 
goggles. If skin contact should occur, 
remove material with paper towel, 
apply a resin removing cream and 
wash with soap and water.

Never use solvents for cleaning skin 
as it will have a de-fatting effect. 
If contact with eyes should occur 
irrigate immediately with copious 
quantities of clean water and seek 
medical attention without delay.

Health & Safety

To achieve the desired consistency the following resin/filler ratios are suggested.

Mixing Ratios

Resin Filler

Trowellable 1 volume 5-6 volumes

Bedding 1 volume 2 ½ - 3 ½ volumes

Grouting 1 volume 1- 1½ volumes

Mixing & placing:

•	 Pour the required quantity of resin into a suitable mixing vessel then add the 

filler slowly, mixing whilst adding, and continue until the desired and uniform 

consistency is achieved.

•	 Avoid wastage by not mixing more material than can be placed well within the 

setting time of the mixed material.

•	 On low or non-absorbent substrates bond will be improved by making the mix 

slightly resin-rich.

•	 Place material immediately after completion of mixing using trowel to press 

material well onto surface, finishing with a steel float as required.

•	 For grouting mix the material in a vessel with a pouring lip and pour the material 

avoiding overspill.

Cleaning:

•	 Clean with Logco Polyres Mortar immediately after use.

•	 Do not allow material to set hard on equipment before cleaning.

Application



Logco Polyres Mortar
Polyester Resin Mortar Compound

Logco’s Customer Services 
Department has a team of 
experienced advisors available 
to provide on-site advice both 
at the specification stage and 
during application. Detailed 
specifications can be provided for 
specific projects or more general 
works. Site visits and on-site 
demonstrations can be arranged 
on request.

Technical Helpline
0113 216 8811
E: technical@logco.co.uk

Logco products are distributed 
throughout the UK through 
selected stockists and distributors.

Please contact the relevant 
Customer Services Team below for 
all product orders and enquiries.

Sales Team
0113 216 8811
E: sales@logco.co.uk

Technical Services

Sales Enquiries
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Leeds Oil & Grease Co. Ltd.

Unit B8 | Lowfields Business Park | Warhurst Road | Elland | West Yorkshire | HX5 9DF

0113 216 8811 |  E: sales@logco.co.uk  | www.logco.co.uk

To the best of our knowledge and belief, this information is true 
and accurate, but as conditions of use and any labour involved are beyond 
our control, the end user must satisfy  him/herself by prioritising that the product is 
suitable for his/her specific application, and no responsibility can be accepted, or any warranty 
given by our Representatives, Agents or Distributors.

Whilst all reasonable care is taken in compiling technical data on the Company’s
products, all recommendations or suggestions regarding the use of such products 
are made without guarantee, since the conditions of use are beyond the control of 
the Company.

It is the responsibility of the customer to satisfy himself that each product is fit 
for the purpose for which he intends to use it, that the actual conditions of use 
are suitable, and that in the light of our continual research and development 
programme the information relaxing to each product has not been superseded.

Important Note

Typical Properties

All mixes tested in temperate ambient temperature.

Strengths Minimum (N/mm2) 2 hrs 24 hrs

Compressive 66 82

Tensile 12 15

Flexural Strength 20 25

Setting Time 20-25 minutes

Density 
(Depending Upon Mix Ratio)

1.94-1.76
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