
Logco cure R90
High Efficiency Curing Membrane for Concrete

Logco cure R90 comprises resin based dispersion. Once applied it forms a film 
that retains an optimum amount of water in freshly placed concrete to allow a full 
hydration of the cement.

Formulated with inert hydrocarbon resins which give films with excellent water 
retention efficiency in excess of 90%, complying with ASTM C309.66. Tested in 
accordance with BS 7542.1992, independent test reports available on request.

Product Description
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•	 Apply progressively as soon as final tamping or trowelling has been completed.

•	 Avoid delays particularly on warm windy days when water will evaporate quickly 

from the surface before the curing agent has been applied.

•	 Spray should be passed back and forth over the concrete surface to ensure 

complete coverage.

•	 Pump pressure should be maintained at a level producing a fine spray.

•	 Clean line and nozzle thoroughly with water immediately after spraying.

Application

•	 Reduces the risks of surface 

cracking.

•	 Reduces the risk of surface dusting.

•	 Improves the durability of the 

concrete surface.

•	 Will enable the concrete to attain 

improved physical properties.

•	 90% minimum curing efficiency.

•	 Easy to use, spray application.

Advantages

Technical Data

Appearance Pale yellow

Coverage 5m2/litre

Flash Point 38°C

Logco cure R90 is available in 5, 20, 
25 and 200 Litre Containers. IBC’s 
available on request.

Packaging

Logco cure R90 should be stored 
away from source of heat.
Keep container closed after use.

Storage

1 year in sealed container when 
stored as recommended.

Shelf Life

•	 Logco cure R90 physically locks moisture into freshly cast concrete surfaces to 

allow full hydration of the cement thus allowing the concrete to fully cure.

Uses



Logco cure R90
High Efficiency Curing Membrane for Concrete

Logco’s Customer Services 
Department has a team of 
experienced advisors available 
to provide on-site advice both 
at the specification stage and 
during application. Detailed 
specifications can be provided for 
specific projects or more general 
works. Site visits and on-site 
demonstrations can be arranged 
on request.

Technical Helpline
0113 216 8811
E: technical@logco.co.uk

Logco products are distributed 
throughout the UK through 
selected stockists and distributors.

Please contact the relevant 
Customer Services Team below for 
all product orders and enquiries.

Sales Team
0113 216 8811
E: sales@logco.co.uk

Technical Services

Sales Enquiries
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Leeds Oil & Grease Co. Ltd.

Unit B8 | Lowfields Business Park | Warhurst Road | Elland | West Yorkshire | HX5 9DF

0113 216 8811 |  E: sales@logco.co.uk  | www.logco.co.uk

To the best of our knowledge and belief, this information is true 
and accurate, but as conditions of use and any labour involved are beyond 
our control, the end user must satisfy  him/herself by prioritising that the product is 
suitable for his/her specific application, and no responsibility can be accepted, or any warranty 
given by our Representatives, Agents or Distributors.

Whilst all reasonable care is taken in compiling technical data on the Company’s
products, all recommendations or suggestions regarding the use of such products 
are made without guarantee, since the conditions of use are beyond the control of 
the Company.

It is the responsibility of the customer to satisfy himself that each product is fit 
for the purpose for which he intends to use it, that the actual conditions of use 
are suitable, and that in the light of our continual research and development 
programme the information relaxing to each product has not been superseded.

Important Note

TUVUK
TÜV UK LIMITED

tuv-nord.com/uk

ISO 9001

ISO 14001

ISO 45001
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